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 Bergstrom Kysor Fleetrite Climatech Volvo Freightliner 

RTC1-1 1000188659 4499030 ZNI740029 1000188659BSM BSM1000188659 BSM 1000188659 

RTC1-2 1000188661 4499031 ZNI740030 1000188661BSM BSM1000188661 1000188661 

Optional Bunk Heater 1000209895 4499035 ZNI740032 1000209895BSM BSM1000209895 1000209895 
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First layout the Rite Temp kit and any options. 

Coolant hose, fuel line and misc. fittings are not 

supplied. 

 

When choosing the location for the Rite Temp 

main unit, be aware that the heater exhaust is 

out the bottom and should exit behind any 

occupied space such as the cab or sleeper. The 

provided exhaust pipe will have to be extended 

if the fumes do not exit behind the occupied 

space. 

 

Remove deck plate, if necessary. 

Hold unit to frame or make a template to mark 

the location of the holes.  

 

Drill Frame - 4 holes 3/8 inch in diameter 

Mount box on frame rail and secure with the 

provided 3/8 hardware. 

Use Caution when drilling frame. Some  OE 

manufacturers have strict guidelines. Check with 

OE manufacturer for information on frame 

drilling.  

Optional clamp style brackets are available that 

do not require frame drilling. See photo below. 
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Optional Bunk Heater 

 

 

 

 

Heater location 

Keep in mind the NITE unit (location). Nite unit 
location is not changeable in some applications.  

Grommets are provided for sealing and protecting 
heater tubes passing through the floor of the 
truck. 

Measure the supplied grommets for proper hole 
size. Mark and drill 2 holes in the floor. Install the 
grommets in the holes and install the heater. 
Secure heater with 4 self drilling screws. 

 

 

Install duct outlet. Place duct outlet and mark 
location. Cut a hole using a 4 inch hole saw. Install 
the duct with screws. Connect 4 inch flex hose to 
duct outlet and heater. Secure with supplied 
plastic bands. 
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Locate optional water valve. 

 

 

 

 

Location of water valve will be between the Rite 

Temp unit and the engine. See coolant flow 

diagram on page 16 for coolant flow and location. 

When this electric valve is open it allows coolant 

flow to the engine. When the valve is closed it 

bypasses the engine. 

 

 

 

 

 

 

 

 

Locate Y connector... See coolant flow diagram on 

page 16 for coolant flow and location. This Y 

connector allows the flow control valve to return 

coolant back to the Rite Temp with less heated 

coolant going to the engine.  

 

 

 

 

 

 

 



www. 
R I T E  T E M P  I n s t a l l  M a n u a l 

 
Page 6 

 

 

Outlet Identification 
Now that all major items are installed, begin 

routing the coolant and fuel lines. Keep in mind, 

excessive coolant line length may require  

lines to be insulated for better performance. 

See coolant flow diagram on page 16 for proper 

coolant flow path. 

ATTENTION: Installing this heater requires 
draining the engine coolant to a level below the 
access points for the heater. Follow 
manufacturer guidelines when recovering and/or 
reusing engine coolant. After installing heater 
coolant lines and before starting the heater or 
engine, refill engine coolant to level suggested by 
manufacturer. After heater lines have been 
purged and engine ran for a few minutes, stop 
engine and recheck coolant for proper level. 
 

Engine connections 
Pressure out from the engine to inlet side of 

heater. Photo shows typical connection points, 

however all installations will vary. Make sure the 

inlet of the Rite Temp is connected to the 

pressure side of the engine coolant system! 

 

Engine connections 
Return coolant to Engine. On some applications, 

the connection port may be located behind frame 

rail near lower right front of engine. Make sure 

the outlet of the Rite Temp is connected to the 

return side of the engine coolant system! 

 

 

 

 

 

 

Coolant In Coolant Out 

Fuel In 

Fuel Out 

Power harness 

connector 
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Fuel connectors 
Fuel filter connections/check valve. The check 

valve is provided. It will install on the outlet side 

of the engines main fuel filter. Your specific 

connectors are not supplied as many applications 

require different connectors.   

Make sure check valve is installed in the correct 

direction. 

 

 

 

 

 

 

 

 

 

Electrical  
Mount controls:  Control Assembly should be 

mounted near the OE bunk controls for easy 

access. Cut a hole large enough to clear the switch 

and rheostat. Place unit in cut out. Mark 

mounting holes and drill holes for the mounting 

screws.  

 


